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 Black LaserJet Printing 

Refer the following section How to use the Black LaserJet Printers to use the 
printers. The basic information of the printers is listed in the below table. 

No. Type Location IP Address 

1 HP LaserJet 
P3015dn 

The east of the corridor on the 2nd floor at Main 
Building 

159.226.44.117 

2 HP LaserJet 
P3015dn 

The east of the corridor on the 3rd floor at Main 
Building 

159.226.44.116 

 
How to use the Black LaserJet Printers 

There are 3 modes to use our black LaserJet printers. 
 Walk-up USB Printing [only PDF/PS/PCL types accepted] 
 Embedded Web Printing [only PDF/PS/PRN types accepted] 
 Installing the driver and printing to print more types of your files. 

 
 

Walk-up USB Printing 
To print some files directly with USB storage, please do it in the following steps. 

 
Step 1. Insert the USB storage accessory into the USB port on the front of the 
product. 
Step 2. The USB STORAGE menu opens. Press the up arrow  ▲ or the down 
arrow  ▼ to  highlight  the  folder  name  or  the  job  name,  and  press the  OK 
button. 
Step 3. Use the numeric keypad, or press the up arrow  ▲ or the down arrow 
* to select the number of copies to print, and then press the OK butto. 
Step 4. To print more files, press the OK button to return to the USB STORAGE 
menu. 
Step 5. Retrieve the printed job from the output bin, and remove the USB 
storage accessory. 
 
NOTE: 
The USB STORAGE menu displays for a short time and then the product returns to 

the Ready state. To open the menu again, open the RETRIEVE JOB menu, and then open 
the USB STORAGE menu. 
 
Embedded Web Printing 

To print some files by the embedded web Server, please do it in the following steps. 
 
Step 1. Open your web browser, such as Safari, Firefox, IE, Chrome, and fill the IP 
Adress of http://159.226.44.117/ for 2nd floor printer, http://159.226.44.116/ for 3rd 
floor printer in the address field. 
Step 2. Check the Device Status and select Print in the left column of the web 

http://159.226.44.117/
http://159.226.44.116/


page and then click it. 
Step 3. Click the Choose File button and browse the file to print, and the click 
the Open button to select the file. 
Step 4. Click the Apply button to print the file. 

 
 
Installing the driver and printing 

 
 Windows 

Step 1. Download the driver.  
Step 2. Double-click the SETUP.EXE File. 
Step 3. Click the INSTALL and continue to follow the instructions to finish the 
installation. 
Step 4. Read the license agreement, and then click Accept to continue the 
installation. 
Step 5. The Device Connection screen appears. Select the Connected via the 
network option and enter the IP Address of the printer, and then click the Install 
button. 
Step 6. Click the Finish button to finish the installation and click the EXIT button 
to exit it. 

 Macintosh 

Step 1. Download the software and install it 
NOTE: If you are using MacOSX v10.6 or later, you need not install this driver. 
Step 2. Open System Preferences panel, and click the Print & Fax button to open 
Print & Fax Pannel. 
Step 3. On the Print & Fax Pannel, click the ‘+’ button to add a printer. 
Step 4. On the Add Printer panel, select the IP button and click it, and fill the 
form like below. 

Protocal: HP Jetdirect – Socket 
Address: 159.226.44.117(or 159.226.44.116) 
Print Using: HP LaserJet P3010 series 

Step 5. Click Add Button to finish the installation. 

 Linux 

Step 1. Download the ppd file for the printer. 
Step 2. Open a Web Browser, like Firefox, and input http://localhost:631/ in the 
address field to open the printer-manage page. 
Step 3. Select the Administrator Tab, and double-click the Add Printer button. 
Step  4.  On  the  Add  Printer  page,  you  can  fill  the  form  as  you  like  and 
double-click the Continue button to next page. 
Step 5. Select the AppSocket/HP JetDirect item and double-click the Continue 
button to next page. 
Step 6. Fill the Device URI with the printer ip address, socket:// 159.226.44.117 
for the printer on the 2nd floor and socket:// 159.226.44.116 for the one on the 
3rd floor, and double-click the Continue button. 
Step 7. Select HP in the Make list on the Make/manufacturer page, and double-
click the Continue button. On the next page of Model/Driver select the hp-

http://h20566.www2.hp.com/portal/site/hpsc/template.PAGE/public/psi/swdHome/?javax.portlet.begCacheTok=com.vignette.cachetoken&javax.portlet.endCacheTok=com.vignette.cachetoken&javax.portlet.prp_bd9b6997fbc7fc515f4cf4626f5c8d01=wsrp-navigationalState%3DswLang%253D8%257Caction%253DlistOS&javax.portlet.tpst=bd9b6997fbc7fc515f4cf4626f5c8d01&sp4ts.oid=3815807&ac.admitted=1403580255759.876444892.199480143
http://h20566.www2.hp.com/portal/site/hpsc/template.PAGE/public/psi/swdHome/?javax.portlet.begCacheTok=com.vignette.cachetoken&javax.portlet.endCacheTok=com.vignette.cachetoken&javax.portlet.prp_bd9b6997fbc7fc515f4cf4626f5c8d01=wsrp-navigationalState%3DswLang%253D8%257Caction%253DlistOS&javax.portlet.tpst=bd9b6997fbc7fc515f4cf4626f5c8d01&sp4ts.oid=3815807&ac.admitted=1403580255759.876444892.199480143
http://h20566.www2.hp.com/portal/site/hpsc/template.PAGE/public/psi/swdHome/?javax.portlet.begCacheTok=com.vignette.cachetoken&javax.portlet.endCacheTok=com.vignette.cachetoken&javax.portlet.prp_bd9b6997fbc7fc515f4cf4626f5c8d01=wsrp-navigationalState%3DswLang%253D8%257Caction%253DlistOS&javax.portlet.tpst=bd9b6997fbc7fc515f4cf4626f5c8d01&sp4ts.oid=3815807&ac.admitted=1403580255759.876444892.199480143


laserjet_p3010_series to Add Printer. 
NOTE: If you can’t find the hp-laserjet_p3010_series, please use the PPD files for the 

printer you download. In the item of Or Provide a PPD File, browse the .ppd file and Add 
Printer. 
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